[bookmark: _Hlk196815004][image: 一張含有 字型, 圖形, 標誌, 印刷術 的圖片]Datasheet
No.: 03GKAB1259-DC 24-FB12B5-45°
Version: 2025-10-31-02
	ITEM: 03GKAB1259
	INPUT VOLTAGE(V)
DC 24
	LENS
FB12B5
	LENS DEGREE(°)θ1/2
45°
	CCT
3000K
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	LIGHT SOURCE
	12×3W

	
	CONSUMPTION(W)
	35

	
	OPERATING CURRENT(MA)
	1430

	
	POWER FACTOR(PF)
	1

	
	LUMINANCE(LM)
	2940

	
	COLOR RENDERING INDEX
	RA: 80

	
	IK RATING
	06

	
	IP RATING
	66

	

	PRODUCT SPECIFICATIONS

	HOUSING
	12# Die-casting dark grey powder coated aluminum
T=60-80μm.Adhesion of ISO class 1/ASTM class 4B

	LIGHT WINDOW
	Tempered Glass.T=3mm

	GASKET
	Tooling shaped seal

	LED TYPE
	SMD

	LED DRIVER
	Built in on/off driver

	POWER CABLE
	Outside of luminaire (Without waterstopper)
12V/24V: H05RN-F 2×1.0mm², L=2.0m

	DIMMING SUPPORT
	External DALl supported TRIAC,0-10V,PWM via external driver on request

	OPERATING RESTRICT
	-20˚C~40˚C

	

	WATER PROOF SOLUTION
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	PAINTING COLOR
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	PHOTOMETRIC
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	CERTIFICATES
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o Water-Stopper(Included)
|P-68 water-stopper is added in the end of luminaires
as standard assembly which is also an important
system for water resistance.

e 1P67 Jiffy quick plug/socket connector(Option)
IP-67 connector is as an optional assembly and
ensures that water vapor will not enter into luminaires
directly.
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KAP7037
Sanded Dark Grey
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RAL9003
Sanded White
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KAP7008
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