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Version: 2025-11-05-02
	ITEM: 04FBAB2058K
	INPUT VOLTAGE(V)
DC 24
	LENS
FB13B6+FB14B7
	LENS DEGREE(°)θ1/2
20°
	CCT
3000K
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	LIGHT SOURCE
	20×3W

	
	CONSUMPTION(W)
	73.2

	
	OPERATING CURRENT(MA)
	3050

	
	POWER FACTOR(PF)
	1

	
	LUMINANCE(LM)
	5561

	
	COLOR RENDERING INDEX
	RA: 80

	
	IK RATING
	10

	
	IP RATING
	68

	

	PRODUCT SPECIFICATIONS

	FRONT COVER& HOUSING
	Hard chromeplated molding shaped stainless steel 316L#

	LIGHT WINDOW
	step tempered glass. T=10mm

	CABLE GLAND
	IP68 PG-11 copper with nickel-coated

	GASKET
	Silicone Gasket

	SLEEVE
	PC/ABS ALLOYS

	OPERATING RESTRICT
	Temperature of water between -20˚C~40˚C
Less than 2 meter depth

	PCB
	Excellent heat conductivity aluminum.coefficient of heatConductivity≥2.0w/mk

	LED TYPE
	SMD

	LENS
	OPTICS Lens,efficiency≥85%

	GLASS PRESSURE CAPACITY
	1,934kgs

	LED DRIVER
	Built in on/off driver

	BUILT-IN OVERHEAT SENSOR SYSTEM
	Automatic Shutdown at 75°C

	POWER CABLE OPTIONAL
	H07RN-F 2×1.0mm2 with water-stopper, L=1m, 3m, 5m

	DIMMING SUPPORT
	External DALl supported TRIAC,0-10V, PWM via external driver on request















	WATER PROOF SOLUTION
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	PHOTOMETRIC
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	CERTIFICATES
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O Water-Stopper(Included)
|P-68 water-stopper is added in the end of luminaires as standard
assembly which is also an important system for water resistance.

G P68 Jiffy quick plug/socket connector(Option)

IP-68 connector is as an optional assembly and ensures that water
vapor will not enter into luminaires directly.
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o Power Cable must be higher anh certain length for maintainance at shore.

than water. © The light must stay under water to prevent

the chip from overheating.
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@ Fixator: Easier mounting sleeve installment.

Q IP68 cable gland: Prevents water from getting into the cable tube.
3 Please prepare your own cable tube.




image9.png
4777510
—‘ 79600 LUX

716401 LUX

04FBAB2058K
20x3W-FB13B4+FB14B7-20°)

5731721
146242
7193.63

\ £2924.84
\V2sss6.05




image10.png
C90(MAX):

Light distribution curve[Unit:cd] Lux distance curve

28656.051
lluminance af a distance
Genter beam LUX Beam width

22924.840 v H
2m [ 716401 LUX 0.8m 0.7m|
17193.629 am | 179100 LUX 1.6m 1.5m|
om | 79600 LUX 2.4m 22m|

11462.420
&m| 47775 10X 3.2m 3.0m|
5731.210 10om| 28656 LUX. «om 3.7m|
12m| 199,00 10X 48m 4.5m
000 v "

er.spread: 211

-180°




image11.png
PS8 @ns C €




image12.png
Intertek
3190551





image13.png
Created by: Kapelux Company Limited

TEL:+86 769-83997830 FAX:+86 769-83997833 Email:sales@kapego.com Website:www kapego.com
No.2, Fumin South Road, Yu Ning Industrial Zone, Heng Li Town, Dongguan, Guangdong, China




image1.png
kapelux




image2.png
2250 79
53.5

@233

“ 172

@336




image3.png




