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No.: 02RQBB0656P-120 240-B15-15°
Version: 2025-10-30-02
	ITEM: 02RQBB0656P
	INPUT VOLTAGE(V)
120 240
	LENS
B15
	LENS DEGREE(°)θ1/2
15°
	CCT
3000K
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	LIGHT SOURCE
	6×1.2W

	
	CONSUMPTION(W)
	120=8.5 240=8.7

	
	OPERATING CURRENT(MA)
	120=71 240=41

	
	POWER FACTOR(PF)
	1

	
	LUMINANCE(LM)
	770

	
	COLOR RENDERING INDEX
	RA: 80

	
	IK RATING
	09

	
	IP RATING
	67

	

	PRODUCT SPECIFICATIONS

	HOUSING
	Extruded aluminum, powder coated

	FRONT COVER
	SUS 316L#, Hard chrome-plated

	LIGHT WINDOW
	Tempered step glass.T=6mm

	GLASS PRESSURE CAPACITY
	2,524 kgs.

	CABLE GLAND
	IP68 PG-9 PA66

	GASKET
	Glass and Housing are silicone seaLED Type

	SLEEVE
	RAL9005 Powder Coated Aluminum

	LENS
	Optical Lens.efficiency≥85%

	LED TYPE
	SMD

	POWER CABLE
	Outside of luminaire (Without waterstopper)
120V/240V: H05RN-F 3×1.0mm², L=0.5m

	OPERATING TEMPERATURE
	-20˚C~40˚C

	DIMMING SUPPORT
	External DALl supported TRIAC,0-10V,PWM via external driver on request

	

	WATER PROOF SOLUTION
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	SLEEVE(INCLUDED)
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	PHOTOMETRIC
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	CERTIFICATES

	[image: ]




[image: 一張含有 文字, 字型, 螢幕擷取畫面, 行 的圖片

AI 產生的內容可能不正確。]
image4.png




image5.png




image6.png
@ Water-Stopper(Included)

1P-67 water-stopper is added in the end of luminaires
as standard assembly which is also an important
system for water resistance

© 1P67 Jiffy quick pluglsocket connector(Option)
1P-67 connector is as an optional assembly and
ensures that water vapor will not enter into luminaires
directly.
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